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This list is to be used in conjunction with the appli-

cable Specifi cation and Description.  Cessna reserves 

the right to add, modify, or delete options without prior 

notifi cation.

NOTES:

1.  “Provisions Only” Statement of Understanding

At Purchaser’s request, Seller may agree to make 

provisions for a system in the Aircraft. Seller will do 

this in order to facilitate completion of the system 

at a time preferable for Purchaser subsequent to 

delivery.

Purchaser understands and agrees that Seller’s li-

ability for any such provision is governed by the 

warranty. In addition, if Purchaser has the Aircraft 

modifi ed to upgrade a provisional confi guration to 

a fully functional confi guration, Seller will warrant 

the functioning of the modifi ed confi guration if, and 

only if, the modifi cation is accomplished at a facto-

ry-owned Textron Aviation service center.

Purchaser further understands that the provisions 

made are designed to accommodate a system as 

defi ned at present by Seller, and that Seller reserves 

the right to discontinue or change any system with-

out notice. Accordingly, Purchaser acknowledges 

that the equipment required to render a provisional 

installation fully functional may not be available in 

the future and in such a case Seller bears no ob-

ligation to substitute for, remove, or complete the 

provisional installation.

2. Purchaser acknowledges that Seller assumes no 

responsibility or liability for equipment installed on 

the Aircraft in addition to the standard aircraft at a 

completion center other than the factory or autho-

rized Citation Service Centers.

3. Optional equipment and vendors are subject to 

change without notice.

DEFINITIONS:

1. STD = Standard equipment

2. N/C = No additional charge

3. #### = Factory kit number for optional 

 equipment

4. TBD = To be defi ned

5. CRQ = Custom request

6. N/A = Not applicable

INTRODUCTION
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Name: _______________________________  Company: ________________________________ 

Operator: Corporate or    Private

Registration:   U.S. or   Other (specify): ______________________________________________ 

Operation:   Commercial    Private   Fractional

   Two Crew or  Single Pilot

Total passenger seats required for takeoff  and landing: __________________________________ 

Operating rules: Part 91  Part 91K  Part 135  EU-OPS  Other (specify): ____________________________ 

Region(s) of operation (check all that apply): 

  North America   South America   Europe   Middle East   Africa   Asia   Australia

  Caribbean   Atlantic   Pacifi c

  Other: ______________________________________________________________________ 

 Expected navigation capability requirements:

 (e.g., MNPS, RNP, PRNAV, BRNAV, GPS, Primary Means, Steep Approach): __________________________

 ________________________________________________________________________________________
  
 Interested in RVSM Services program (begins 3 to 4 months prior to delivery).

 
 

 
 

AIRCRAFT CERTIFICATION AND OPERATIONAL   

APPROVAL

Aircraft Certifi cation: If the Purchaser elects to meet 

the certifi cation criteria other than those required for 

U.S. 14 CFR Part 23, Commuter category (day, night, 

VFR, IFR), compliance may necessitate airframe 

modifi cations and additional systems. Certifi cation 

Kits are, or will be, available to meet the type design 

requirements set forth by the relevant civil authority, 

at an additional charge.

Aircraft Operating Approval: The Purchaser is 

responsible for obtaining Aircraft operating approval 

from the relevant civil aviation authority. Additional 

equipment or airframe modifi cations, dependent 

upon the range and location of the planned 

operations, may be identifi ed by that authority 

(various regions within one country may have 

diff ering requirements).

International Certifi cation: The Purchaser 

must furnish to Cessna the country of Aircraft 

registration, a properly assigned or designated 

aircraft registration with the applicable Mode S 

code identifi cation and any additional equipment 

or systems (if diff erent from those mandated by the 

FAA for a similar operational category) required for 

the category of registration intended (e.g., private, 

commercial).

The Purchaser is responsible for added Aircraft 

modifi cations and expense. International Certifi cation 

Kit information is available upon request.

AIRCRAFT PROFILE
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STD

�658B

STD

�686U

STD

COMMUNICATION/NAVIGATION

PRO LINE 21 CNS RADIOS – COLLINS

System includes dual COM, NAV, digital audio control panels, single DME 

and single TDR-94D Mode S diversity transponder (Enhanced) with ADS-B 

out transmission capability.

AUTOMATIC DIRECTION FINDER (ADF) - COLLINS

Replaces one Collins NAV-4500 with a NAV-4000 with ADF and installs the 

antenna. Audio panels will include volume controls.

FLIGHT MANAGEMENT SYSTEMS (FMS)

FMS-3000 WITH GPS – COLLINS 

The single Collins FMS-3000 provides navigation guidance coupled to the 

autopilot in both lateral and vertical modes. The FMS-3000 combines the 

Wide Area Augmentation System (WAAS) enabled GPS-4000S with DME 

and VOR sensor inputs to present navigation solutions on the PFDs and 

MFD with overlays through the IFIS system. Updated software adds Localizer 

Performance with Vertical Guidance (LPV) approach capability. The COMM 

and NAV radios may be tuned through either Control Display Unit and up to 

100 pilot-defi ned fl ight plans may be stored. The FMS-3000 is capable of 

non-precision approaches and provides automatic FMS-to-ILS transitions.

SECOND FMS-3000 – COLLINS

This option provides a second Collins FMS-3000. Dual FMS-3000s off er 

fully synchronized operation of the lateral and vertical fl ight plans. A 

second WAAS LPV enabled GPS-4000S and a second DME receiver are 

included. Each FMS monitors the navigation solution of the other to provide 

redundancy.

FMS PERFORMANCE DATABASE – COLLINS

Provides Citation CJ4 specifi c performance data to the Collins FMS-3000 to 

allow calculation of weights, takeoff  speeds, and balanced fi eld length based 

upon runway conditions. Allows fl ight-planning calculations prior to departure 

based on predictive fuel burn.

 N/C 0.0 5

 $25,000 6.2 1

 N/C 0.0 5

 $99,000 18.2 5

 N/C 0.0 5
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�675Y

�632S

�632T

STD

�633

INTERACTIVE TEXTUAL WEATHER AND FLIGHT SERVICES

Maintains the standard XM Broadcast Weather and adds a VHF datalink 

radio (includes VDL Mode 2) to provide uplink and downlink capabilities to 

the Collins IFIS. Provides capability to display textual weather on the Control 

Display Unit (CDU) and allows for fl ight service requests and email messaging 

thru use of the CDU. (An annual subscription to a Datalink Service Provider is 

required. Other charges may apply).

HIGH-FREQUENCY COMMUNICATION

HF-9000 HIGH FREQUENCY COMMUNICATIONS WITH SELCAL– COLLINS

Full-frequency HF system including SELCAL permits direct tuning of any of 

280,000 frequencies between 2.0 and 29.9999 MHz in 100 Hz increments 

when operated in the discrete frequency mode.

HF-9000 HIGH FREQUENCY COMMUNICATIONS WITH SELCAL 

(PROVISIONS ONLY) – COLLINS

Complete HF system installation including the antenna, excluding Collins 

components. See note 1.

RECORDERS 

COCKPIT VOICE RECORDER

L-3 Communications – Installs an FA2100 CVR including the remote-mounted 

recorder and a control panel.

FA2100 FLIGHT DATA RECORDER – L-3 COMMUNICATIONS

The FDR (ICAO Type 1A) records over 25 hours of fl ight data. This installation 

is compliant with FAR Part 91, 91K and 135 requirements for aircraft confi gured 

with 10 or more passengers. For aircraft with 9 or fewer passenger seats an 

FDR is not required in the U.S for either Part 91 or Part 135.  It is compliant 

with current EU-OPS rules and was designed to meet future EU-OPS rules for 

aircraft greater than 5,700 kg (12,500 lbs). This installation is compliant as an 

ICAO Type 1A FDR and therefore meets the requirements of aircraft used for 

commercial operations in most countries.

 $65,000 7.7 1

 

 

 $89,500 37.0 1

 $22,000 6.7 1

 N/C 0.0 2

 $155,000 31.5 1
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STD

STD

TRAFFIC ALERT AND COLLISION AVOIDANCE SYSTEM (TCAS)

TSS-4100 TRAFFIC SURVEILLANCE SYSTEM – COLLINS

The Collins TSS-4100 Traffi  c Surveillance System integrates the TCAS and 

Mode-S transponder functions into a single LRU. The TSS-4100 combination 

unit eliminates a stand alone TDR-94D transponder unit as well as the two 

Mode-S diversity antennas. The TSS-4100 features ADS-B Out capability and 

improves situational awareness by tracking all Mode C or S aircraft within 35 

nm. This system, which meets all ICAO ACAS II (Change 7.1) requirements, 

selects for display only those aircraft (up to 30) that pose the greatest collision 

threat. Traffi  c advisories (TAs) are displayed on the Rose, ARC and MAP 

formats of the PFDs and MFDs. Resolution Advisories (RAs) are displayed 

on the PFDs only. When other TCAS II-equipped aircraft are encountered, 

complementary RA maneuvers are coordinated by each system. The TCAS 

range is selectable from the Display Control Panels (DCPs). Key improvements 

associated with Change 7.1 include resolution advisory (RA) reversal capability 

as well as a “level off ” callout in lieu of “adjust vertical speed - adjust.” 

TERRAIN AWARENESS WARNING SYSTEM (TAWS)

MARK VIII ENHANCED GROUND PROXIMITY WARNING SYSTEM (EGPWS) 

HONEYWELL

The Mark VIII is a Class A TAWS providing visual and aural warning alerts for 

terrain avoidance. It features the Honeywell terrain awareness and display 

system (TADS) and is displayed on the MFD and the PFDs. Supports Steep 

Approach functionality and six basic alert and warning modes such as 

excessive descent rate, altitude loss after takeoff , and inadvertent descent 

below glideslope.

In addition, the Mark VIII uses GPS input and a worldwide terrain database 

to display an enhanced graphical plan view of terrain, color coded in relation 

to the aircraft’s position. Terrain is shown in higher resolution around all 

runways longer than 2,000 feet. Within North America and certain other 

areas, manmade obstacles greater than 100 feet are shown and included in 

the alert and warning modes. The Mark VIII also includes a terrain clearance 

fl oor exceedence mode and a “look-ahead” cautionary mode. Operators will 

be notifi ed by Honeywell of database updates as required.

 N/C 0.0 1

 N/C 0.0 2
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CITATION CJ4

EMERGENCY LOCATOR TRANSMITTER (ELT)

C406-N EMERGENCY LOCATOR TRANSMITTER – ARTEX

Provides a three frequency ELT that transmits on the International Emergency 

Frequencies of 121.5 and 243 MHz and the satellite frequency of 406 MHz. 

The ELT is interfaced to the onboard FMS and will transmit last known aircraft 

position on the satellite frequency (some countries prohibit the navigation 

interface). Note: This system requires customer registration with the 

appropriate government authority for recognition of the 406 MHz transmission.

WEATHER DETECTION

MULTI-SCAN RTA-4112 WEATHER RADAR – COLLINS

This is a solid state color Radar system used to aid the pilot in the detection 

of thunderstorms and to assist in avoiding turbulence. It combines multiple 

radar scans at pre-selected tilt angles in order to detect short, mid and long 

range weather. The display presentation represents an optimized weather 

picture regardless of the aircraft altitude or the range selected. Capabilities 

include: fully automatic operation (simultaneous monitoring of high, middle and 

low altitude weather merged to form one display picture of virtually clutter-

free weather), variable temperature based gain, oceanic/continental weather 

correlation, advanced RADAR threshold techniques, enhanced ground clutter 

suppression, improved turbulence detection out to 40 nautical miles, improved 

ground mapping, automatic over fl ight protection, “Smart Scan” optimizes radar 

dwell time in direction of turn, split function control active gain in all modes and 

twice the scan rate of traditional radar with two side dedicated outputs.

WX-1000E LIGHTNING DETECTION STORMSCOPE – L-3 

COMMUNICATIONS

The WX-1000E aids in detecting the position and intensity of thunderstorm 

activity by showing up to 63 lightning symbols on the EFIS. The symbols vary 

in color by the intensity of the strike. All strikes are acquired and recorded 

simultaneously for display at ranges from 25 to 200 nm. The presentation is 

heading stabilized and shown only on the PFDs and MFD. Note: No separate 

controller, separate indicator, or clear switch is provided. The WX-1000 

checklist function is not available. Lightning display is controlled through the 

menu. Spurious strikes may result from engine ground operation, particularly at 

high thrust settings.

STD

STD

�630R

 N/C 0.0 1

 N/C 0.0 1

 $23,000 10.6 1
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BROADCAST WEATHER – XM 

XM WX Satellite Weather Data service provides constantly updated weather 

information displayed on the MFD. Products such as high resolution NEXRAD, 

graphical echo tops, and METARs may be manipulated using the cursor 

control panel. The aircraft’s present position is shown on the graphical 

images. Upgraded software features the capability to have satellite imagery 

with NEXRAD overlays, see TFRs both in graphical and textual formats, view 

winds aloft, and view cloud-to-cloud lighting with strikes refreshed every fi ve 

minutes. Data is processed through a Heads Up Technologies receiver and 

stored for recall on demand. A subscription through XM is required and is 

currently available only within the Continental U.S.

INTERACTIVE GRAPHICAL WEATHER AND FLIGHT SERVICES

Replaces the standard XM Broadcast Weather and adds a VHF datalink radio 

to provide uplink and downlink capabilities to the Collins IFIS. Graphical 

weather products such as winds, turbulence, icing, and METARS may 

be uplinked on a worldwide basis and displayed on the MFD. Within the 

continental U.S. echo/tops movement data and NEXRAD are also available. 

Provides capability to display textual weather on the Control Display Unit 

(CDU) and allows for fl ight service requests and email messaging thru use of 

the CDU. Subscription service required. Cannot be selected with the Collins 

Datalink option (675Y).

MISCELLANEOUS AVIONICS

COCKPIT SPEAKER MUTE SWITCH

Installs a switch in the instrument panel that will mute all audio aural warnings 

to the cockpit overhead speakers including TCAS, and EGPWS. Note: The 

regulatory authorities of some countries may require the mute switch to be 

disabled.

AVIONICS DISPATCH SWITCH

Provides power to the VHF COMM 1, FMS/CDU 1, File Server Unit, Pilot’s 

Multifunction Display, Checklist, Database Loader, and both Audio Control 

Panels prior to engine start.

STD

�630S

STD

STD

 N/C 0.0 2

 $65,000 7.7 1

 N/C 0.0 2

 N/C 0.0 2
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CITATION CJ4

AVIONICS

ELECTRONIC CHARTS – JEPPESEN

Allows display of Jeppesen electronic approach, departure, and arrival charts 

and airport taxi diagrams on the MFD. Includes Collins Chartlink, which 

automatically loads the appropriate charts based upon the fl ight plan data 

from the Collins FMS. Software certifi cation levels allow dynamic overlaying 

of aircraft position on all geo-referenced charts. Such charts cover all of 

the U.S. and many areas outside the U.S. Includes pan and zoom features. 

Requires subscription to Jeppesen electronic chart service.

INTEGRATED CHECKLIST AND CABIN BRIEFER – COLLINS

 Provides checklist and cabin briefer functions in both text and audio format. 

Checklist information may be displayed on one MFD, with Passenger Briefi ng 

displayed on the other.

ANGLE-OF-ATTACK INDEXER – SAFE FLIGHT

An angle-of-attack indexer is mounted on the left side of the windshield 

center post just above the glare shield.

OXYGEN

OXYGEN SYSTEM

The standard 50 cubic foot oxygen system meets the requirements of 14 CFR 

Part 135 operations.

EROS MC10-16-150 OXYGEN MASKS WITH COMFORT FEATURE

The MC10 is a quick donning mask with microphone and a standard harness 

with adjustment feature. Associated smoke goggles may be worn with 

glasses.

STD

STD

STD

STD

STD

 N/C 0.0 2

 N/C 0.0 2

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1
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LIGHTS

INTEGRATED PULSE LIGHT SYSTEM – COLLINS

The system utilizes a soft-start feature to cycle on and off  both landing 

lights simultaneously to improve own aircraft visibility in fl ight. Activation 

is tied to the landing light switches and weight-on-wheels logic. Panel 

mounted switches include On/Off  capability and activation of the TSS-4100 

to automatically activate the Pulselite system in the event of a Resolution 

Advisory (RA).

TAIL FLOOD LIGHTS - HEADS UP TECHNOLOGIES

Provides fl ood lights that illuminate the vertical stabilizer surface for better 

recognition of a tail logo or registration number.

ENGINE OIL

MOBIL JET II OIL

MOBIL JET 254 (THIRD GENERATION OIL)

BATTERIES

NICKEL CADMIUM BATTERY – MARATHON

Installs a 44 ampere-hour ni-cad battery.

LEAD ACID BATTERY – CONCORDE

Installs a 42 ampere-hour lead acid battery in lieu of the standard 44 amp/

hr nickel cadmium battery.

STD

STD

�501

�502

STD

�186R

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1

 N/C 7.5 1
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CITATION CJ4

AVIONICS

MISCELLANEOUS OTHER

MAINTENANCE DIAGNOSTIC SYSTEM (MDS) – COLLINS

The Collins diagnostics system provides a listing of current fault, currently 

failed LRUs, and fault history. The system can store fault history for up to 

500 faults occuring during the previous 100 fl ights. The MDS also provides 

maintenance reports which may be downloaded in ASCII format to a USB 

storage device. Maintenance data may be accessed on the MFD when the 

aircraft is on the ground.

DIAGNOSTIC AIRCRAFT RECORDING SYSTEM (ARES)

AReS is a Line Replaceable Unit (LRU) and contains removable, non-volatile 

memory encompassing thousands of aircraft parameters captured during 

the previous 25+ fl ight hours (increased fl ight hours recording time available 

depending on customer preferred compact fl ash card capacity). AReS also 

interfaces with Collins Pro Line 21 and Williams FADEC systems.

LOCKING FUEL CAPS

Features a locking mechanism and fl ush mounted cap that fairs into the wing 

contour. The key may be removed in the locked or unlocked position.

STD

STD

STD

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1
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PROADVANTAGE PROGRAMS 

A family of professional parts support programs which 

provide fi xed price coverage for all airframe, avionics, 

and engine components for fi ve years or 3000 hours 

and renewable thereafter.  (Additional details available 

on request.  Separate agreement required.)

PROPARTS STANDARD EQUIPMENT COVERAGE

Provides airframe and avionics parts coverage for 

aircraft equipped in a standard confi guration as defi ned 

in the ProParts Agreement. Items covered include tires, 

brakes, valves, motors, actuators, instruments, FMS, 

radar, etc.

� Years 1 & 2 $50.53/Flight Hour 

 Years 3 - 5 $192.20/Flight Hour 

 Years > 5 $292.37/Flight Hour 

 

Note: ProParts coverage of equipment other than 

standard confi guration and Special Equipment not 

listed in this guide to be negotiated separately.

PROTECH

A comprehensive labor program for Citation 

maintenance.  Provides coverage for inspection 

documents, unscheduled maintenance and trouble 

shooting, engine line maintenance and R&I, Platinum 

cleaning every third year, and various shop charges.

HPA Rate 1:  Americas 

(North, Central 

and South)

Rate 2:

  Non-Americas

ProTech 150-199 $212/Flight Hour $263/Flight Hour

200-349 $172/Flight Hour $220/Flight Hour

>350 $137/Flight Hour $167/Flight Hour

Note:  Services provided under ProTech are available 

through Cessna-owned and participating Authorized 

Citation Service Centers.  Enrollment in ProTech is 

predicated on ProParts enrollment.

TAPADVANTAGE

 A Cessna managed series of Engine maintenance 

programs for the FJ44-4 Engine.  With two diff erent 

levels of coverage, provides predictable line 

maintenance and OEM parts and labor coverage 

during scheduled and unscheduled maintenance 

including Hot Section Inspection and Engine Overhaul.  

Also includes rental engines during Overhaul and 

unscheduled events.

North American Non North American

Blue $157.29/Engine Hour $168.03/Engine Hour

Elite $150.22/Engine Hour $160.53/Engine Hour

*The information (including but not limited to pricing)

communicated in section MAINTENANCE PROGRAMS

of this Optional Equipment Selection Guide is for

reference only and subject to the Terms and Conditions

of the applicable ProAdvantage Agreement.

MAINTENANCE PROGRAMS*
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STANDARD INTERIOR CONFIGURATION

The following items are standard in the Citation CJ4. 

Numbered items refer to the cabin diagram.

COCKPIT (NOT SHOWN)

1. Two leather covered crew seats

 • Five-point restraint system

 • Stowable inboard armrest

 • Fwd & aft tracking lever

 • Recline adjustment lever

 • Height adjustment lever

 • Adjustable lumbar

 • Seat back pocket

 • Overwater life vest located in seat base

2. Additional cockpit items:

 • Dual cupholders for each crew seat

 • Cockpit assist handle

 • Sunvisors

 • Two 110 volt universal AC outlets, one in each 

pilot’s sidewall

 • Sidewall storage pockets

 • Standard headset jacks

 • Panel-powered headset jacks for customer-

supplied Bose headsets

 • Headset hooks

 • Axxess II phone (in overhead)

 • Fire extinguisher

CABIN AREA

3. LH forward refreshment center with:

 • Heated liquid container

 • Two dispensers for disposable cups

 • Bottled water storage

 • Beverage can storage

 • General storage

 • Adjustable storage shelf

 • Divided ice chest drawer with manual overboard 

drain and removable liner

 • Drip tray with manual overboard drain

 • Trash container

 • Work surface with LED lighting

4. RH forward storage cabinet with:

 • One-piece, half-length cockpit curtain

 • Various general storage areas and adjustable 

shelves

 • Components of the Rockwell Collins Venue System

5 RH forward side-facing seat with:

 • Armrest storage cabinet

 • Seat restraint system including seat belt and 

retracting shoulder harness with inertial reel

 • Plug-in LCD display receptacle

 • Cabin system control panel

 • Overwater life vest stored in seat base

 • Dual cupholders

6. Six pedestal seats: two aft facing (#3 and #4), and  

four forward facing (#5, #6, #7, and #8) with:

 • Headrest

 • Single stowable inboard armrest

 • Forward/aft and inboard/outboard tracking on 

pedestal

 • Floor tracking (seats #5 and #6 only)

 • Seat back recline (fully reclinable depending on 

seat position)

 • Seat restraint system including seat belt and 

retracting shoulder harness with inertial reel

 • Overwater life vest stored in seat base

7. LH/RH sideledge with plug-in LCD display 

receptacle, cabin system control panel, and dual 

cupholders at each pedestal seat location

8. LH/RH executive bi-fold tables with cabinetry top

9. LH/RH slimline bi-fold tables with cabinetry top

10. LH/RH aft cabin dividers with mirror treatment and 

sliding privacy doors

11. LH aft belted fl ushing toilet

 • Two-drawer cabinet with toilet tissue storage area

 • Relief tube with overboard drain

 • Overwater life vest stored in toilet cabinet armrest

12. RH aft equipment cabinet

INTERIOR
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(#4) (#6) (#8)

6 66
3

11
(#3) (#5) (#7)

6 64 6

7

13. Additional Cabin Items (Not Shown):

 • Rockwell Collins Venue System. Includes media 

center (BluRay/DVD/CD/100 GB hard drive), 10.6” 

bulkhead monitor, two 10.6” high defi nition side 

ledge monitors, single XM receiver, moving map 

display, cabin temperature and fan control and 

lighting/shade control

 • Auxilliary input interface at seat #6 consisting of a 

data port and RCA jacks for local input of portable 

personal media devices. Includes VGA port for 

laptop display on cabin monitors

 • Axxess II Iridium Satcom Telephone (seat #6)

 • Interior master switch

 • Entry switch located in aft side of LH cabinet

 • Client switch located in RH FWD cabinet

 • One 110 volt universal AC outlet in lower sidewall at 

seats #5 and #6 with 5 amp maximum each

 • Sidewall pockets next to each pedestal seat

 • Overhead area containing an oxygen mask, air 

outlets, and LED reading light at each passenger 

seat location and in the aft lavatory area

 • Electric pleated cabin window shades

 • Indirect overhead LED lighting

 • Dropped aisle LED lighting

 • Veneer cabinetry fi nish

 • Brushed aluminum hardware fi nish

 • Spare center aisle carpet assembly

 • Aft center overhead fl ush mounted coat rod

 • Airstair cabin entry step

 • Fasten seat belt/no smoking and emergency 

exit signs (Note: The no smoking sign remains 

illuminated at all times unless the optional smoking 

confi guration is ordered.)

 • Single insertable ashtray

 • Fireblocking on all passenger seats

 • Water barrier

 • Cabin fi re extinguisher

5

7

8

8

9

9

12

10

14
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CITATION CJ4 STANDARD FLOOR PLAN



�123

STD

�I295B

�I295N

�I295O

�I295P

�I295R

�I310G

�I310H

 N/C -10.4 1

 N/C 0.0 1

 N/C 0.0 1

 $5,500 0.0 1

 $5,500 0.0 1

 $2,000 2.2 1

 $2,000 2.5 1

 $12,500 6.1 1

 $2,900 5.0 1
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CITATION CJ4

CABIN CONFIGURATION

CENTER CLUB WITH RH FWD TWO PLACE COUCH AND 9” CABINET

Two place couch contains Foldable Center Armrest with Dual Cupholders. 

Overwater Life vest located in Seat base.

CREW SEAT LEATHER

CREW SEAT SHEEPSKIN COVER ASSEMBLY 

Exchange for standard crew seat leather. Sheepskin color coordinates with 

crew seat leather trim.

SPARE CREW SEAT LEATHER COVER

Delivered as Loose equipment. Not a slipcover.

SPARE CREW SEAT SHEEPSKIN COVER

Delivered as Loose equipment. Not a slipcover. Sheepskin color coordinates 

with crew seat leather trim.

LH TWO-BOOK NAVIGATION CHART CASE

 Located behind the Pilot’s seat. Decreases crew seat travel

RH TWO-BOOK NAVIGATION CHART CASE

Located behind the Co-Pilot’s seat. Decreases crew seat travel

PASSENGER SEAT SWIVEL

Provides for seat swivel at all pedestal seat locations.

PASSENGER SEAT LUMBAR SUPPORT

Provides nearly 1 inch of fwd/aft defl ection in lower seat back cushion for 

varied support positions at all seat locations. The lumbar is controlled by 

rotary knob located within the inboard seat back shroud slightly above 

armrest attach point.



STD

�I310F

STD

�I373J

�I341D

�632U

�632V

�632W

�141K

 N/C 0.0 1 

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1

 $15,000 0.0 1

 $10,000 0.8 1

 

 $15,000 0.0 1

 $25,000 4.0 1

 $4,900 1 .6 1
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CITATION CJ4

SUMMIT SEAT TAILORING

Provides for Summit style tailoring on all pedestal seats.

APEX SEAT TAILORING

Provides for Apex style tailoring on all pedestal seats.

SIDELEDGES AND TABLES

CABINETRY TOP TABLE FINISH

LEATHER INSERT TABLE FINISH

CABIN  ELECTRONICS

ADDITIONAL 10.6” HIGH DEFINITION SIDELEDGE MONITORS

Delivered as loose equipment.

XM RADIO WITH TWO CHANNEL RECEIVER

Headset jack at each switch panel location (requires subscription for each 

active receiver).

XM RADIO WITH FOUR CHANNEL RECEIVER

Headset jack at each switch panel location (requires subscription for each 

active receiver).

XM RADIO WITH EIGHT CHANNEL RECEIVER

Headset jack at each switch panel location (requires subscription for each 

active receiver). 

ADDITIONAL AUXILIARY INPUT INTERFACE

Provides capability for data port, RCA jacks and an HDMI port, only available at 

seat #5.

Summit Tailoring
STD

Apex Tailoring

BAS3
Hervorheben



�141N

STD

�675Z

�CRQ

STD

 $21,300 11 .1 1

 N/C 0.0 1

 

 $90,000 25.5 1

 

 $159,500 48.4 1

 N/C 0.0 1

INTERIOR

17

NOTE: OPTIONAL EQUIPMENT AND VENDORS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

July 2016, Revision C

For Aircraf t to be del ivered in 2016

 
Price

(USD)

Est imated 

Weight ( lb)

Warranty

( Years)

CITATION C4

CABIN STEREO SPEAKERS

Includes four overhead stereo speakers, two subwoofers located in the fl oor 

and an amplifi er located in the aft support equipment cabinet.

AXXESS II IRIDIUM SATCOM TELEPHONE

Two built-in Iridium Satcom channels for global coverage in the air and on the 

ground. Multi-channel PBX functions for cabin and cockpit, 2400 data baud 

rate. Includes 1 handset in fl ight deck, 1 handset in cabin and 1 RS-232 data 

outlet in cabin at seat #6.

GOGO BIZ ™ SERVICE (ATG 4000 SYSTEM)

Provides a broadband data connection to and from the aircraft via terrestrial 

mobile broadband network.  Allows multiple users in the aircraft cabin and 

cockpit via a wireless network access point and is compatible with virtually 

any IEEE 802.11 wireless-equipped personal device such as a laptop, tablet 

PC, or PDA. The system is operational above 10,000 feet above ground level 

(AGL) in the continental U.S. and portions of Canada and Alaska, providing a 

mobile broadband experience. Includes ATG 4000 transceiver, two antennas 

and a confi guration module. Axxess II dual-channel Iridium satellite telephone 

system and its associated wireless router must be installed. Subscription 

service charges apply.

SWIFTBROADBAND SERVICE (AVIATOR 300 SYSTEM)

The Aviator 300 system is a Inmarsat SwiftBroadband system off ering 

worldwide in-fl ight data service. The system off ers wireless internet access 

for multiple users in the aircraft cabin and cockpit and is compatible with 

IEEE 802.11 wireless-equipped personal devices such as laptops, tablets, 

and handheld devices. The system uses Inmarsat’s I-4 geostationary 

satellites, which off er global coverage, except in the polar regions. The 

system is operational both in fl ight and on the ground (when a clear line 

of sight to the nearest satellite is available) and provides customers with 

connectivity speeds up to a maximum of 332 kbps. (Average connection 

speeds vary depending upon number of users and other factors.) Includes a 

SwiftBroadband transceiver, a confi guration module, an amplifi er/diplexer, and 

an intermediate-gain antenna. Subscription service charges apply.

110V. AC UNIVERSAL OUTLETS (4) WITH (500 VA) INVERTER

Includes an outlet in the lower sidewall at both the pilot and co-pilot seats  

and one each at seats #5 and #6. Maximum of 5 amps per outlet.

BAS3
Hervorheben

BAS3
Hervorheben



 $5,500 4.1 1

 $5,500 4.1 1

 $3,400 0.0 1

 $4,000 0.0 1

 $20,000 0.0 1

 $1,000 0.0 1

 $2,500 0.0 1

 $2,500 0.0 1

 $1,300 0.0 1

 $1,800 0.0 1

�161F

�161D

�I400A

�I410A

�I410B

�I411A

�I412A

�I412B

�I413A

�I414A

18

INTERIOR

NOTE: OPTIONAL EQUIPMENT AND VENDORS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

July 2016, Revision C

For Aircraf t to be Delivered in 2016

Price

(USD)

Est imated 

Weight ( lb)

Warranty

( Years)

CITATION CJ4

220V. AC UNIVERSAL (50 HZ) OUTLETS (4) WITH (1200 VA) INVERTER

Includes an outlet in the lower sidewall at both the pilot and co-pilot seats, 

and one each at seats #5 and #6.

EXCHANGE SMALL INVERTER (500VA) WITH LARGE INVERTER (1,200 VA)

Installs 1200 VA Inverter for use with 110 volt AC, 5A max Universal Outlets for 

further accomodation of multiple laptops and other equipment in the cockpit 

and cabin simultaneously.

MOVING MAP OPTIONS

RELATIVE LOCATOR INDICATOR (RLI)

Continuously tracks up to two placenames. Can be confi gured to track 

specifi c cities at all times.

ADDITIONAL MAP REGION

WORLDWIDE MAPS

HI-FOCUS MAPS

Detailed, high-resolution satellite images of cities and points of interest 

from around the world. Each hi-focus map provides 15 meter per pixel detail 

covering an area of approximately 70sq/km. 

DAY/NIGHT CITY LIGHTS MAP VIEW

Global day-night status utilizing a satellite image of night-time city light 

illumination.

DAY/NIGHT TIME ZONE MAP VIEW

A unique view, showing current day-night status, and local time at 15 diff erent 

points across the globe.

ADDITIONAL STATIC LOGO

Customer supplied graphic logo.

ADDITIONAL LANGUAGE FOR MAP PLACENAMES

Additional languages may be available upon request. (English, French, 

German, and Spanish are included with the standard system.)



 $10,000 0.0 1

 $1,300 0.0 1

 $3,700 0.0 1

 $1,300 2.6 1

 $2,500 0.0 1

 $750 0.0 1

 $2,400 0.0 1

 $300 0.0 1

 $300 0.0 1

 $125 0.0 1

 $600 0.0 1

�I414B

�I415A

�I416A

�70B

�I355Z

�I3552

�I355O3

�I355E1

�I355E5

�I355F

�I355I
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CITATION CJ4

INTERIOR

ADDITIONAL LANGUAGE FOR WORLDWIDE MAPS

Additional languages may be available upon request. (English, French, 

German, and Spanish are included with the standard system.)

ADDITIONAL LANGUAGE FOR FLIGHT INFORMATION

Additional languages may be available upon request. (English, French, 

German, and Spanish are included with the standard system.)

CUSTOM AIRCRAFT PAINT SCHEME SYMBOL

The customer’s actual aircraft paint scheme can be incorporated onto the 

aircraft symbol.

CABIN MISCELLANEOUS

SMOKING PACKAGE

No smoking sign is illuminated only when required. Ashtrays plated to match 

hardware.

3RD CENTER AISLE CARPET

Cessna Studio Collection.

THROW PILLOWS

Four each, Cessna Studio Collection.

THROW RUGS BETWEEN EACH SEAT

Four each between each seat, Cessna Studio Collection.

SEAT BELT EXTENDER

For Passenger, Side Facing Seat, Toilet Seat and Couch (12” - Price is Per 

Extender).

SEAT BELT EXTENDER

For Passenger, Side Facing Seat, Toilet Seat and Couch (24” - Price is Per 

Extender).

SEAT MAINTENANCE COVER WITH CESSNA LOGO

Price is Per Seat.

CENTER AISLE VINYL RUNNER WITH STRAPS

For use during fl ight.



�II355K

STD

�I370D

�I370P

STD

�I371A

�I371B

STD

�I999

STD

�I999

STD

�I999

 $900 0.0 1

 N/C 0.0 1

 TBD 0.0 1

 $1,500 0.0 1

 N/C 0.0 1

 $30,000 0.3 1

 $40,000 0.3 1

 N/C 0.0 1

 TBD 0.0 1

 N/C 0.0 1

 TBD 0.0 1

 N/C 0.0 1

 TBD TBD 1
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CITATION CJ4

INTERIOR

EXPANDED CENTER AISLE VINYL MAINTENANCE RUNNER

Threshold, Flight Deck and Center Aisle. Not for use during fl ight.

COLOR AND MATERIAL THEMES

WOOD VENEER CABINETRY - PRICE EXCLUDES PREMIUM WOOD 

VENEERS. 

PREMIUM WOOD VENEER CABINETRY

List includes: Elm Burl (including Carpathian), Amboyna Burl, Maple Burl, 

Brazilian Rosewood, Coral Rosewood and Yew Tree (Subject to change).

VENEER ON FORWARD SIDE OF FORWARD CABINETRY

Black laminate is the standard fi nish on the forward side of the forward 

cabinetry.

BRUSHED ALUMINUM HARDWARE

PLATED HARDWARE

Power outlets, air and light trim rings, cabinetry latches and hardware.

PLATINUM PLATED HARDWARE

Power outlets, air and light trim rings, cabinetry latches and hardware.

STUDIO COLLECTION UPHOLSTERY LEATHERS

SPECIAL LEATHER

STUDIO COLLECTION FABRICS

SPECIAL FABRICS

STUDIO COLLECTION CARPET

Additional charges will apply for hand made carpets.

OTHER CARPET



STD

�I375C

�I375D

STD

�I376A

STD

�I385A

�I385B

STD

�I380A

�I380B

�CRQ

STD

 

 N/C 0.0 1

 N/C -5.1 1

 N/C 0.8 1

 N/C 0.0 1

 $9,000 5.2 1

 N/C 0.0 1

 N/C 7.4 1

 N/C 13.0 1

 N/C 0.0 1

 $5,200 TBD 1

 $12,000 TBD 1

 TBD TBD 1

 N/C 0.0 1
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INTERIOR/EXTERIOR

AFT DIVIDERS AND BULKHEAD

MIRROR UPPER/CABINETRY LOWER

MIRROR UPPER/UPHOLSTERY LOWER

CABINETRY UPPER AND LOWER

AFT BULKHEAD WITH FABRIC

AFT BULKHEAD WITH MIRROR ON CENTER PANEL

BAGGAGE COMPARTMENT

CARPET FLOOR ONLY

CARPET FLOOR AND WALLS ONLY

CARPET FLOOR, WALLS AND CEILING

EXTERIOR

SIMPLE STRIPE

Standard overall paint is Sherwin-Williams.  Standard stripes (up to three 

colors) are Axalta.

COMPLEX STRIPE

Standard Sherwin-Williams base paint with any stripe scheme in which Axalta 

stripe colors are touching or overlapping and any scheme with four or more 

diff erent stripe colors.

TWO-TONE/SPLIT BASE STRIPE

Standard Sherwin-Williams base paint with Axalta stripe color covering a large 

(usually lower) section of the fuselage.

CUSTOM EXTERIOR 

Includes schemes with an overall base color of black, metallic or pearl colors 

as well as special schemes beyond the complex stripe options.  Custom 

exteriors will require individual price quote.

WHEELS & LANDING GEAR PAINTED WHITE



�I390F

�I390G

�I390H

 N/C 0.0 1

 N/C 0.0 1

 N/C 0.0 1
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EXTERIOR

SMALL CUSTOMER LOGO 

CITATION LOGO 

U.S. FLAGS
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